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Manufacturing program:

Quality & Environmental Management:

Fig. 1730
API 6D
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A.I.T. I.I.T.

1 Body A 216 Gr. WCB (C ≤ 0.25%) A 351 Gr. CF8M

2 Body connector A 350 Gr. LF2 Class 1 A 351 Gr. CF8M

3 Ball

4 Stem

5 Seat ring

7 Gland nut Zinc Plated Carbon Steel AISI-303

8 Disk spring / Spring Carbon St. * E.N.P. Carbon St. *
9 Stop plate Carbon St. AISI-304

10 Gland ring AISI-303 AISI-316

11 Gland packing

12 Stem thrust seal

13 Body connector seal

14 Stop pin Carbon St. Stainless St.

18 Thrust washer

19 Antistatic device

21 / 21a Ball trunnion

22 / 22a Trunnion bearing

23 Bearing

39 Stem bushing

41 Spacer Carbon St. Stainless St.

46 Locking washer

72 O' Ring

74 Insert seal

89 Identification plate Stainless St.

FKM   -- Note 1 --

Graphite

AISI-304

25% G.F. PTFE

Stainless St.

A 351 Gr. CF8M

AISI-316 + PTFE

PTFE

A 479  Tp.316

25% G.F. PTFE

Item Description
Material

A 351 Gr. CF8M

PTFE

Graphite

25% G.F. PTFE

PTFE

DN-10” Class-300#
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A.I.T. I.I.T.

1 Body A 216 Gr. WCB (C ≤ 0.25%) A 351 Gr. CF8M

2 Body connector A 216 Gr. WCB (C ≤ 0.25%) A 351 Gr. CF8M

3 Ball

4 Stem

5 Seat ring

8 Disk spring / Spring Carbon St. * E.N.P. Carbon St. *
9 Stop plate Carbon St. AISI-304

10 Gland ring AISI-303 AISI-316

10.1 Gland Carbon st. AISI-316

11 Gland packing

12 Stem thrust seal

13 Body connector seal

14 Stop pin Carbon St. Stainless St.

15 Stud A 193 Gr. B7M A 193 Gr. B8M **
19 Antistatic device

21 / 21a Ball trunnion

22 Trunnion bearing

23 Bearing

26 Bolt DIN 912 8.8  Zinc Plated DIN 912 A2

28 Nut A 194 Gr. 2HM A 194 Gr. 8M **
39 Stem bushing

43 Key

47 Key

58 Spring protection Carbon St. Stainless St.

72 O' Ring

89 Identification plate

471 Retainer Carbon St. Stainless St.

AISI 316

Stainless St.

FKM   -- Note 1 --

Graphite

25% G.F. PTFE

AISI-316L + Graphite

AISI-316

25% G.F. PTFE

Stainless St.

Carbon st. + E.N.P.

AISI-316 + PTFE

PTFE

A 479  Tp.316

Item Description
Material

A 351 Gr. CF8M

PTFE

DN-12” Class-300#
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DN- 12” Class- 300#

DN ØP L L1 ØQ ØR n x ØS ØT X Y h Weight (Kg)

12” 228 502 220 381 450,8 16x31.8 520 1.6 51 255 480

(*) Dimensions in mm.

DN ØP L L1 ØQ ØR n x ØS ØT X Y h Weight (Kg)

10” 187 457,2 158,7 324 387,4 16x28,5 445 1.6 47,8 191 263

(*) Dimensions in mm.

DN- 10” Class- 300#
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DN ISO 5211 ØA B C ØD n x F G I J K

10” Class- 300# F12 85 69 38 125 4 x M12 3 M40x2 29 ---

12” Class-300# F14 100 107 56 140 4 x M16 4 50 14 53,5

(*) Dimensions in mm. 

DN- 10” Class- 300#
DN- 12” Class- 300#
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( mm)

Torque Values in Nm

Pressure-Temperature

For A 216 Gr. WCB.  For other materials consult ASME B16.34

Class 300#

Fig.1730 DN 10" Series EBR End Entry Trunnion Ball Reduced Bore
Fig.1730 DN 12" Series SBR Split Body Trunnion Ball Reduced Bore

DESIGN STANDARDS

Valves design API 6D ASME B16.34 EN ISO 17292

Body design ASME VIII  Div.1

Shell thickness ASME B16.34

Flanges ASME B16.5 Raised face

Face to face dimensions ASME B16.10  API 6D

Actuator mounting f lange  ISO 5211

Wetted parts materials and bolting NACE MR.01.75

Shell f inishing quality MSS SP 55

Marking API 6D EN ISO 17292 EN 19 CE - PED

TESTS AND CERTIFICATES

Quality Assurance ISO 9001 API Q1 CE - PED

Fire Safe certif ication

Pressure testing API 598 EN 12266

Other ISO 14001 ATEX

GENERAL CHARACTERISTICS

DN10”  &  DN16”

PTFE  SEATS
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