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20 EXTENDED BONNET 100MM 4" 515/530/715/730 LF2 -46 ~330ºC 15 ~ 25 1/2 ~ 1
20 EXTENDED BONNET 100MM 4" 515/530/715/730 LF2 -46 ~330ºC 32 ~ 50 1 1/4 ~ 2
20 EXTENDED BONNET 100MM 4" 515/530/715/730 LF2 -46 ~330ºC 65 ~ 100 2 1/2 ~ 4
20 EXTENDED BONNET 100MM 4" 515/530/715/730 LF2 -46 ~330ºC 125 ~ 150 5 ~ 6
15 EXTENDED BONNET 100MM 4" 515/530/715/730 316 -46 ~330ºC 15 ~ 25 1/2 ~ 1
15 EXTENDED BONNET 100MM 4" 515/530/715/730 316 -46 ~330ºC 32 ~ 50 1 1/4 ~ 2
15 EXTENDED BONNET 100MM 4" 515/530/715/730 316 -46 ~330ºC 65 ~ 100 2 1/2 ~ 4
6 EXTENDED BONNET 100MM 4" 515/530/715/730 316 -46 ~330ºC 125 ~ 150 5 ~ 6

www.globalsupplyline.com.au

JC LOW/HIGH TEMP EXTENDED BONNETS

100NB (4 INCH) LONG  

VALVE SIZE  SUIT VALVE MODELDESCRIPTIONQTY
MM         INCH 

DESCRIPTION

USED FOR FUGITIVE EMISSION PROTECTION LOW TEMPERATURE -46ºC AND HIGH TEMPERATURE SERVICE TO 
200º

CERTIFICATION TO EN10204-3.1 (DIN500493.1) 

ALL STEMS ARE INTEGRAL AND HAVE ENCLOSED TRIPLE BARRIER STEM SEALS:- PTFE + GRAPHITE + PTFE

ISO MOUNT PAD 

GLOBAL SUPPLY LINE ARE SOLE JC AGENTS FOR AUSTRALIA, NEW ZEALAND & PAPUA NEW GUINEA AND WE 
ARE APPROVED SERVICE & REPAIR CENTRE.  OUR LARGE STOCKS OF JC VALVES & SPARES COMBINED WITH 
OUR IN HOUSE ENGINEERING , TEST & AUTOMATION FACILITIES ALLOWS US TO RE TRIM & CONFIGURE TO SUIT 
ANY REQUIREMENT IN QUICK DELIVERY    


